<table>
<thead>
<tr>
<th>Title</th>
<th>Author(s)</th>
<th>Organizations</th>
</tr>
</thead>
<tbody>
<tr>
<td>Esterification of Polyoxy-Based Surfactant Utilizing Azeotrop Technique for Chemical Flooding Application</td>
<td>Muhammad Rizky Harun</td>
<td>Reservoir Engineering</td>
</tr>
<tr>
<td>Analysis and Mapping of Oil And Gas Well Drilling Costs in Offshore Areas in Indonesia</td>
<td>Amrizal</td>
<td>Business and Commercial</td>
</tr>
<tr>
<td>Improved Oil Recovery</td>
<td>Ahmad Abdul Azizurrofi</td>
<td>LEMIGAS</td>
</tr>
<tr>
<td>Enhanced Oil Recovery</td>
<td>Ecko Noviyanto</td>
<td>Pertamina EP</td>
</tr>
<tr>
<td>Flow Rate Control in Multilayer Injection Using Bridge Eccentric Injection Mandrel</td>
<td>Prapta Maulana</td>
<td>PT. Medco E&amp;P Indonesia</td>
</tr>
<tr>
<td>Unlocking New Upside Potential Kujung-I Carbonate Platform in &quot;Elemel&quot; Field - PHE WMO</td>
<td>Pepi Sahal Mustafid</td>
<td>LEMIGAS</td>
</tr>
<tr>
<td>Petroleum Geology &amp; Geophysics Enhanced Oil Recovery</td>
<td>LEMIGAS</td>
<td>PHE West Madura Offshore</td>
</tr>
<tr>
<td>Enhanced Oil Recovery</td>
<td>Ahmad Abdul Azizurrofi</td>
<td>Pertamina Hulu Mahakam</td>
</tr>
<tr>
<td>Geomechanical Analysis and Sand Production Prediction in Development Well, Case Study in Bunyu Field</td>
<td>Agus Salim</td>
<td>Pertamina EP Asset 4 Papua Field</td>
</tr>
<tr>
<td>Development of LEMIGAS PHE Holding</td>
<td>Muhammad Marwan</td>
<td>BOBCPP</td>
</tr>
<tr>
<td>Energy Consumption and Economic Growth for Indonesia in a Time-Varying Framework</td>
<td>Syahrul Heriyanto</td>
<td>UPN</td>
</tr>
<tr>
<td>A New Approach For East Natuna Gas Utilization</td>
<td>Navendra Chista Yogatama</td>
<td>Eks Petronas Carigali, Kuala Lumpur Malaysia</td>
</tr>
<tr>
<td>Optimization of Shipping Distribution Line of Mini-LNG (LNG) Carrier in the Eastern Indonesia Region</td>
<td>Andi Fadly</td>
<td>Production Engineering</td>
</tr>
<tr>
<td>Production Optimization of XY Structure with Multi Layer Packer Completion</td>
<td>Tri Peni Setyowati</td>
<td>PT. Pertamina EP Asset 2</td>
</tr>
<tr>
<td>Program of Control in Process Safety at Oil &amp; Gas Operations as Part of Safety Management System</td>
<td>Muhammad A Gibrata, PhD</td>
<td>Pertamina EP Asset 4 Papua Field</td>
</tr>
<tr>
<td>New Development Strategy Using Automatic Well Placement by Artificial Intelligence Application</td>
<td>Grace Stephani</td>
<td>Enhanced Oil Recovery</td>
</tr>
<tr>
<td>Application of Sodium Lignosulfonate Surfactant Synthesized from Bagasse as an Alternative Surfactant Flooding for Light Oil Reservoir by considering Carbon number</td>
<td>Geraldus Yudhanto Sigit RS</td>
<td>Production Engineering</td>
</tr>
<tr>
<td>Preparation for Implementation of MEOR by Nutrient Injection in Bentayan Field, South Sumatera.</td>
<td>Rezha Aditya Pratama</td>
<td>Medco E&amp;P Natuna Ltd</td>
</tr>
<tr>
<td>Drilling &amp; Completion Optimization Waterflood Development Strategic in Mature Field Using 4 Variables Scatter Plot, Case Study: Kenali Asam Field</td>
<td>Ramadhani Rachman</td>
<td>Surface Facilities</td>
</tr>
<tr>
<td>Successful Novel Fit-For-Purpose Real Time Survey Tool Application for Drilling Exploration Well in South Sumatra</td>
<td>Janico Zaferson Mulia Ompusunggu</td>
<td>Project Management</td>
</tr>
<tr>
<td>Formation Evaluation Unconventional Resources Production Improvement Success Story Using PPO at Intermittent Wells in Echo Field, PHE ONWJ</td>
<td>Arif Rakhmawan</td>
<td>Formation Evaluation</td>
</tr>
<tr>
<td>Optimization of Gas Lift Spacing Design in the Presence of H2S Content in Associated Gas</td>
<td>Syahrul Heriyanto</td>
<td>Production Engineering</td>
</tr>
<tr>
<td>Saka Energi</td>
<td>Saka Energi</td>
<td>Medco E&amp;P Natuna Ltd</td>
</tr>
<tr>
<td>Equalized Method: A New Method for Optimizing Gas Lift Spacing Design in the Presence of H2S Content in Associated Gas</td>
<td>Syahrul Heriyanto</td>
<td>Production Engineering</td>
</tr>
<tr>
<td>The Collaborative of Critical Path Method with Online Project Management in Supporting Timeliness of Study Activities</td>
<td>Juli Karyanto</td>
<td>Sofoil DMCC</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA UTAMA</td>
<td>NAMA INSTITUSI</td>
</tr>
<tr>
<td>------</td>
<td>------------</td>
<td>----------------</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
<tr>
<td>NAMA</td>
<td>NAMA</td>
<td>NAMA</td>
</tr>
</tbody>
</table>

**KATEGORI**

- Reservoir Engineering
- Artificial Lift Optimization: Utilization of ESP Feedback Mode to Handle Low Productivity Index Well, Pertamina EP Field Subang.
- Idham Khalid
- Natuna D-Alpha Gas Utilization to Increase Oil and Gas Recoveries in Indonesia
- Investigation of Optimum Development Wells Number Using Fast Marching Method and Geometric Pressure Approximation in Dry Gas Reservoir Case Study: Betung Field, South Sumatera Basin
- Albert Laroppe
- Universitas Islam Riau
- Enhanced Oil Recovery
- A Numerical Investigation of Polymeric Nanosphere for Enhanced Oil Recovery
- Triangle Energy Pase
- PT. Pertamina EP
- Wayan Mahendra Ernata
- Drilling and Completions
- Nafta
- Formation Evaluation
- Formation Evaluation
- Luthfan Desmono
- Reservoir Engineering
- Sigit Sulistio W
- Medco E&P Natuna Ltd
- Evaluation of The Suitability of Camellia Sinensis and Carica Papaya As A New Environment-friendly Fluid Loss Control Agent Additives in Water Base Mud
- PT Pertamina EP Asset 1
- Reservoir Engineering
- Medco E&P Natuna
- Enhanced Oil Recovery
- OGIP and Remaining Recoverable Reserve Evaluation of Field PA using Modern Production Analysis
- ITB
- Steven Chandra
- Petroleum Geology & Geophysic
- Farid Ghozali
- Simple Act Big Effect: Daily Singa Welltest Modification
- Reservoir Engineering
- R.Ryan Aditya S.W
- Enhanced Oil Recovery
- ITB
- Perusahaan
- Syaufel Azwar
- Unconventional Resources
- Lutfi Andhika
- Pertamina Hulu Mahakam
- JUDUL PAPER
- Drilling & Completion
- Mirzal Ardhie
- Workover & Stimulation
- Sele Raya Belida
- Shut-In Build Up Pressure (SIBU) Wells to Revive Intermittent Floating Gas Producing Wells in Tunu, Mahakam Delta
- M. Soleh Ibrahim
- KATEGORI
- Petroleum Flight Simulations with PetroCup
- Nailul Marom
- MDT Application as an effort to accelerate for determining hydrocarbon prospect zone
- Drilling & Completion
- Workover & Stimulation
- Arthur Aslanyan
- Improving Workover Success Ratio Through Integrated Subsurface Evaluation: Bunyu Field Cased Study
- Riza Akbar
- LAPI ITB
- Pertamina Hulu Energi WMO
- Digital Technology in Managing Reserves and Resources Report
- Restore Flowing Annulus with PWC
- Muhammad Rasyid Ridho
- Revia Nanda Putra
- Integrated GGR Approach for Further Development in Mature Oil Field, Case Study: Dewa Field, South Sumatera Basin
- UPN
- Mono Trip Cement Through Gas Lift Completion: Innovative Completion System to Develop Oil-Gas Reservoirs in the Mahakam Delta
- Reservoir Engineering
- Pertamina EP
- Application of Genetic Algorithm for Integrated Production Optimization of Retrofit Gas Lift Utilization in Liquid Loaded Offshore Gas Condensate Field by Application of Intermittent Gas Recycling
- Alvin Ivan Handoko
- Doddy Abdassah
- Pertamina Hulu Mahakam
- Production Engineering
- PERUSAHAAN
- Petronas Exploration and Production Indonesia
- Production Engineering
- USE CASE
- Ngurah Eka Yudha
- Perusahaan
- Petronas Exploration and Production Indonesia
- Production Engineering
- USE CASE
- Ngurah Eka Yudha
- PERUSAHAAN
- Petronas Exploration and Production Indonesia
- Production Engineering
- USE CASE
- Ngurah Eka Yudha
- PERUSAHAAN
- Petronas Exploration and Production Indonesia
- Production Engineering
- USE CASE
- Ngurah Eka Yudha

**KATEGORI**

- Drilling Professional Skills Transfer: Petroleum Industry Support to Geothermal Development in Indonesia
- Yonna Putra Akbar
- Pertamina Hulu Mahakam
- Multi Problem Resolver to Overcome Gas Interference and Sand Problem on Sucker Rod Pump in Pertamina EP Sangatta Field
- Ariyan Kamandanu
- ITB
- LEMIGAS
- Application of Kriging Method on Hg Element and Fault Fracture Density to Delineate Geothermal Prospect Area. Case Study: Pamancalan, Banten.
- PT. Pertamina EP
- Workover & Stimulation
- Ully Zakyatul Husna
- SKK Migas
- BP Berau Ltd
- Drilling & Completion
- KATEGORI
- Jupriansyah
- Pertamina Hulu Mahakam
- Bunyu & Tarakan EPT, Pertamina EP Asset 5
- Kusno Kurniawan
- Medco E&P Indonesia
- Sylvan Ramadanel Abdinni
- Well Integrity Management System application to reduce lost production opportunities in Medco E&P Natuna.
- Multi Problem Resolver to Overcome Gas Interference and Sand Problem on Sucker Rod Pump in Pertamina EP Sangatta Field
- Ariyan Kamandanu
- ITB
- LEMIGAS
- Application of Kriging Method on Hg Element and Fault Fracture Density to Delineate Geothermal Prospect Area. Case Study: Pamancalan, Banten.
- PT. Pertamina EP
- Workover & Stimulation
- Ully Zakyatul Husna
- SKK Migas
- BP Berau Ltd
- Drilling & Completion
- KATEGORI
- Jupriansyah
- Pertamina Hulu Mahakam
- Bunyu & Tarakan EPT, Pertamina EP Asset 5
- Kusno Kurniawan
- Medco E&P Indonesia
- Sylvan Ramadanel Abdinni
- Well Integrity Management System application to reduce lost production opportunities in Medco E&P Natuna.
- Multi Problem Resolver to Overcome Gas Interference and Sand Problem on Sucker Rod Pump in Pertamina EP Sangatta Field
- Ariyan Kamandanu